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The widest assortment of gas flue system components 

GAS FLUE SYSTEM FOR APPLIANCES 

CONNECTED TO CASCADE 

PPH formed solid pipes and fi ttings DN 80–315 branches of 45°, 87° DN 60–250 mm and accessories designed 
for the cascade in an indoor environment, connecting spigot joints with EPDM gasket.
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Tested by BRNO UNIVERSITY OF TECHNOLOGY, FACULTY OF CIVIL ENGINEERING, Institute of Building Services, Czech republic, January 2013.
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We did not develop a new chimney, we improved it

The cascade system, simple and particular

The breaker screw obliged the correct positioning of the 
valve clapet and facilitates the work of the maintenance.

0 space

The integration of the valve clapet 
totally into the piece means 
minimization of the total height.
The collector in axis with the gas 
unloading provides to the system 
maximum stability without any 
additional support.

Gamma

The modular manifolds are made in diameter 
110–125–160–200–250–315.  A complete 
range of components and the possibility 
to produce special parts allows us to offer 
more solutions for each system.

Outdoor

our external concentric PPH/stainless 
cascade allows the system to be exposed 
to UV rays.

ALMEVA NON-RETURN VALVE

Patent protected, available up to 160°C 
(under specifi c conditions 180°C)

Wide selection of diameters.

Axial

Multiclapet



1

Your partner:

www.almeva.eu

GFK France S.A.R.L.
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France
Tel.: +33 613 022 075
E-mail: gfkfrance@aol.com
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Almeva in Greece
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Τηλ.: +30 210 2322970
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almeva Italia s.r.l.
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almeva East Europe s.r.o.
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Czech Republic 
Tel.: +420 513 033 101
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almeva Deutschland GmbH
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Germany
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SEG ALMEVA Ibérica SL
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